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NOTES/NOTLAR

1.STANDARD: AWWA C515
10 1.STANDART: AWWA C515

2.FLANGE SPECIFICATION: ASME B16.1 CLASS 125
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5.COATING: FUSION BONDED EPOXY COATING COMPLIES WITH ANSI/AWWA C550.
3 = I8 5.KAPLAMA :FUSION BOND EPOKSI KAPLAMA ANSI/AWWA C550.
19
1 PART NO PART MATERIAL
§ 1 VALVE BODY/ GOVDE ASTM A536,65-45-12
j‘ \ E = 2 RESILIENT WEDGE DISC/DISK ASTM A536,65-45-12+EPDM
ﬁ H 3 STEM/MIL STAINLESS STEEL 2Cr13
- 2
“//— S 4 BOLT/CIVATA CARBON STEEL ZINC PLATED
| 5 BONNET/KAPAK ASTM A536, 65-45-12
6 O-RING NBR
7 GLAND/SALMASTRA ASTM A536, 65-45-12
la) Zl o
P - o w 8 BOLT/CIVATA CARBON STEEL ZINC PLATED
20— d 9 HANDWHEEL/VOLAN ASTM A536, 65-45-12
10 BOLT/CIVATA CARBON STEEL ZINC PLATED
1 /_1 11 FLAT WASHER/RONDELA CARBON STEEL ZINC PLATED
) P 12 RING WIPER/SIYIRMA HALKAS EPDM
i ' 13 O-RING NBR
- 14 AXIS GUIDE/EKSEN KLAVUZU BRASS Hpb59-1
- C 15 WASHER/RONDELA BRASS Hpb59-1
- L — 16 O-RING NBR
17 EYE BOLT/CIVATA CARBON STEEL ZINC PLATED
18 BONNET GASKET/KAPAK CONTASI EPDM
19 STEM NUT/MIL SOMUNU BRASS Hpb59-1
20 PLUG/KOR TAPA ASTM B584-06a C89833
DN D|MENS|ONS/OLCULER (mm) 6@ isim / Name Tarih / Date imza / Signature Olcek ®
Cizen /Drawer | O.KARAKAYA | 24.06.2019 Scale
Inch mm L H D D1 c h—@L PLUG Kontrol / Control B.KOZANLI 24.06.2019 141 Toleransi verilmemis uzunluk ve
Onay / Approval | Y.KOC 24.06.2019 ' agi Slgller igin toleransiar. o EN 22768-1
14" 350 381 800 533 476.3 254 | 129286 | 1-11.5NPT Parca Adi NONRISING STEM GATE VALVE-Model NRS BIG | wihout ndvidua terance dostions. | 1SO 2768-m
Part Name Yikselmeyen Milli Gate Vana- Model NRS BIG Tolerans! verilmemis sekil ve EN 22768-2
konumlar i¢in geometrik toleranslar.
n Uriin Tipi FIRE PROTECTION GROUP PRODUCT i
16 400 406 870 597 539.8 25.4 16-228.6 1-11.5NPT L Yangin Korunum Grubu Urtinti G e s o . SO 2768-K
Musteri Kodu Malzeme Miktar Agl_rllk It N
Cystomer _Code Material Qty. Weight em No
/Fle‘;%aD}?ae;/IjTg’\/l\?o ol cADNo | TT-020104-03 RegNo
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NOTES/NOTLAR
1.STANDARD: AWWA C515
A }C]) 1.STANDART: AWWA C515
2.FLANGE SPECIFICATION: ASME B16.1 CLASS 125
== 12 2.FLANS STANDARDI: ASME B16.1 CLASS 125
= 13
B i 14 3.WORKING PRESSURE: 250PS!:;
5 3.CALISMA BASINCI: 250PSI;
17 4. WORKING TEMPERATURE: 0-80°C;
4.CALISMA SICAKLIGI: 0-80°C;
B 5.COATING: FUSION BONDED EPOXY COATING COMPLIES WITH ANSI/AWWA C550.
f 3 :/ 5 5.KAPLAMA :FUSION BOND EPOKSI KAPLAMA ANSI/AWWA C550.
i
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( PART NO PART MATERIAL
[ ( 1 VALVE BODY/ GOVDE ASTM A536,65-45-12
| 1 2 RESILIENT WEDGE DISC/DisK ASTM A536,65-45-12+EPDM
C — / , | 3 STEM/MIL STAINLESS STEEL 2Cr13
_1[//— N S 4 BOLT/CIVATA CARBON STEEL ZINC PLATED
| 5 BONNET/KAPAK ASTM A536, 65-45-12
6 O-RING NBR
o ~\ I ‘ 7 GLAND/SALMASTRA ASTM A536, 65-45-12
| P/ o ° — — 8 BOLT/CIVATA CARBON STEEL ZINC PLATED
20— ‘ 9 HANDWHEEL/VOLAN ASTM A536, 65-45-12
10 BOLT/CIVATA CARBON STEEL ZINC PLATED
D 1 | — & 1 FLAT WASHER/RONDELA CARBON STEEL ZINC PLATED
— (\’
. 5 12 RING WIPER/SIYIRMA HALKASI EPDM
)
i Y ! 13 O-RING NBR
) 14 AXIS GUIDE/EKSEN KLAVUZU BRASS Hpb59-1
B C
— 15 WASHER/RONDELA BRASS Hpb59-1
- L -
— - 16 O-RING NBR
17 EYE BOLT/CIVATA CARBON STEEL ZINC PLATED
18 BONNET GASKET/KAPAK CONTASI EPDM
E -
19 STEM NUT/MIL SOMUNU BRASS Hpb59-1
. 20 PLUG/KOR TAPA ASTM B584-06a C89833
DN DIMENSIONS/OLCULER (mm) /
Inch mm L H D D1 d C T n-JL PLUG
18" | 450 | 432 1108 640 | 5779 | 548 30 4 16-231.8 | 1-11.5NPT .EF@ Isim / Name Tarih/ Date | imza / Signature Qlgek
Cizen/ Drawer | (&.KARAKAYA | 24.06.2019 cale
Kontrol / Control | B.KOZANLI 24.06.2019 s
20" | 500 | 457 1130 715 | 635 | 609 | 315 | 4 | 20-@31.8 | 1-11.5NPT Onay / Approval | Y.KOG 24.06.2019 11| aorSgtler i cloranciar EN 22768-1
Tolerances for lineer and angular dimensions
. Parca Adi NONRISING STEM GATE VALVE-Model NRS BIG | withoutindividual tolerance indications. SO 2768-m
24" | 600 | 508 1311 840 | 7493 | 725 | 36 5 | 20-234.9 | 1-11.5NPT Part Name Yiikselmeyen Milli Gate Vana - Model NRS BIG O enslar. EN 22768-2
Uriin Tipi FIRE PROTECTION GROUP PRODUCT Geometrical tolerances for features
ProduCP Type Yangin Korunum Grubu Uriini without individual tolerance indications. ISO 2768-K
Musteri Kodu Malzeme Miktar Agirlik ltem N
Cystomer _Code Material Qty. Weight em INo
Fim Drewing No of CADNo | TT-020104-04 Reghie
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